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EVERYTHING YOU
NEED TO KNOW.

Revolutionise your gardening

routine with the AMES Connect / ‘
tools range - the first of its kind ¥ )
In the UK to offer a truly '
dual-purpose design. / e

Each high-quality stainless steel tool i =
head functions as a standalone hand i

tool, complete with an ergonomically J/ ,
designed handle for precise, comfortable v
gardening In every season.

NEED EXTRA REACH?

Simply click the tool head into our
lightweight long-reach handle for
effortless extension — with no fuss, and
no compromise on control.

Whether you're working up close,
tackling harder-to-reach spots, or find
It more comfortable to garden from the
standing position, this iInnovative

| system delivers unmatched flexibility,
il convenience, and performance in one
smart solution.
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INSTRUCTIONS

| ocate the green clip at the

With interchangeable connection end of the AMES
hand tools that Connect handle and gently pull
effortlessly click into Open to unjock.
Our_CONNECT handles, Align the handle of your AMES
easily LD between Connect hand tool with the
gardening tasks socket at the end of the
without bending or connecting handle.

straining. Save your . .
llet J J y Tt Slide the tool shaft fully into the
el (an SRl handle until it stops — ensure It

space!) with these s seated firmly.

versatile tools.
Push the green clip back into
the closed position until It
clicks. This locks the hand tool
securely to the handle.

Gently pull on the hand tool to
ensure 1t 1s locked in place. If it
moves or feels loose, reopen
the green clip and refit the tool.
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TIPS & TRICKS

Always make sure the green clip is fully closed
before using your connected tool.

Keep the connection point clean and free of dirt, soll,
or debris for smooth fitting.

To remove your AMES Connect hand tool, reverse
these steps: open the green clip and pull the tool out.




